220-240V |

42d NORLYS POLE 30]0]
cel LAS IE

50-60Hz

(

®50

Min.2500 - Max.3500

Norlys AS
P.BT1014 Hoff, 0218 Oslo
Hovfaret 4B, 0275 Oslo

Norway
+47241240M
firmapost@norlys.no

L

TOVRheinland

Management
System

1S0 9001:2015
IATF 16949:2016

www.tuv.com
ID 9108651873

Type of accesory
Type of accessory
Characteristics of the
accessory
Generalinformation

Materials

Mounting method

Terminal

Net / gross weight of luminaire
Box dimensions [cm]

Luminaire dimensions [cm]

ACCGSSOI’IeS sold separately

305ZX0009 &
306ZX0009
76687X0009

Files to download

Manual

Indexes
Index
30101BL
30101WH

gt
jes
iCert

CERTIFICATE
1S014001

oHS

011/65/UE

Pole 30101XX00T11
18.12.2024v.11.14
www.norlys.no

Lighting pole.

Lighting pole designed for gardens, private areas, squares, parks, public
areas, outdoor swimming pools.

Pole - powder coated aluminum cast.

Pole mounting bracket using anchor elements: 3 holes 10.5mm spaced at
120° intervals.
Otheraccessories must be ordered separately.

Connection terminals: max 4x2.5mm2, possibility to connect the fixtureina
loop max 4x2.5mm?2. Cable inaroundjacket with a diameter of
@7..12.5mm. Pole equipped withinspection doors.

8,6kg /10,6kg
24x28x193
23x27x350

Anchorbolt forconcreting.
Ground mounting anchor.

Concrete foundation

Color RAL
BLACK 9005
WHITE 9003
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